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Geberit Silent-db20 - Waste and drainage system
Branch fittings

Branch fitting 91.5° (88.5°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Ordering Information

Branch fittings

Y-branch fitting 135° (45°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Ordering Information

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

X1
[cm]

X2
[cm]

X3
[cm]

H
[cm]

K1
[cm]

K3
[cm]

305.058.14.1 56 56 10,5 7 7 17,5 4,5 0,5

306.058.14.1 63 56 10,5 7 7 17,5 4,5 0,5

306.068.14.1 63 63 10,5 7 7 17,5 4

307.058.14.1 75 56 10,5 7 7,5 18 4,5 0,5

307.068.14.1 75 63 10,5 7,5 7,5 18 4

307.078.14.1 75 75 10,5 7,5 7,5 18 3,5 0

308.058.14.1 90 56 12 8 8,3 20,3 6 2

308.068.14.1 90 63 12 8 8,3 20,3 5,5 1,5

308.078.14.1 90 75 12 8 8,3 20,3 5 1

308.088.14.1 90 90 12 8,3 8,3 20,3 4,5 0,5

310.058.14.1 110 56 13,5 9 9 22,5 7,5 3

310.068.14.1 110 63 13,5 9 9 22,5 7 2,5

310.078.14.1 110 75 13,5 9 9 22,5 6,5 2

312.108.14.1 135 110 17,3 11,5 11,5 28,8 8,5 2,5

312.128.14.1 135 135 17,3 11,5 11,5 28,8 7,5 1,5

315.108.14.1 160 110 21 15 12,5 33,5 7 1,5

315.128.14.1 160 135 19,5 16 14 33,5 7 1,5

315.148.14.1 160 160 18,5 15 15 33,5 7 3

d

d1
H

X2

X1

X3

K1

K3

Silent-db20 Y-branch fitting

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

X1
[cm]

X2
[cm]

X3
[cm]

H
[cm]

K1
[cm]

305.054.14.1 56 56 6 12 12 18 1,5

306.054.14.1 63 56 6,5 13 13 19,5 2

306.064.14.1 63 63 6,5 13 13 19,5 2

307.054.14.1 75 56 7 14 14 21 3,5

307.064.14.1 75 63 7 14 14 21 3

307.074.14.1 75 75 7 14 14 21 2

308.054.14.1 90 56 8 16 16 24 5

308.064.14.1 90 63 8 16 16 24 5

308.074.14.1 90 75 8 16 16 24 4

308.084.14.1 90 90 8 16 16 24 2,5

310.054.14.1 110 56 9 18 18 27 7

310.064.14.1 110 63 9 18 18 27 6,5

310.074.14.1 110 75 9 18 18 27 5,5

310.084.14.1 110 90 9 18 18 27 4,5

310.104.14.1 110 110 9 18 18 27 3

312.104.14.1 135 110 11,5 23 23 34,5 6,5

312.124.14.1 135 135 11,5 23 23 34,5 5

315.104.14.1 160 110 10,5 30 31 41,5 7

315.124.14.1 160 135 12,5 29,5 29 41,5 7

315.144.14.1 160 160 14 27,5 27,5 41,5 7

d

d1

H

X1

X3

X2

K1
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Branch fittings
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Branch fittings

Corner branch fitting 91.5° (88.5°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Connections 90° offset

Product Details

Ordering Information

Double branch fitting 91.5° (88.5°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Connections 180° offset
• Swept entry

Product Details

Ordering Information

Connection bend double-Y-branch 2 x 90°

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Ordering Information

Double bend 90° with connectors for wall-hung 
WC vertical installation

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation
• For appliances with horizontal outlet
• For WC element Kombifix

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Scope Of Delivery

• Lip seals EPDM
• Protection cap

Ordering Information

Silent-db20 double branch fittings

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

X1
[cm]

X2
[cm]

X3
[cm]

H
[cm]

K1
[cm]

310.103.14.1 110 110 13,5 10 9 22,5 4,5

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

X1
[cm]

X2
[cm]

X3
[cm]

H
[cm]

K1
[cm]

310.102.14.1 110 110 13,5 11,5 9 22,5 2,5

d

d1
H

X2

X1

X3

K1

d

90

d1

d1

H

X2X2

X1

X3

d

d1d1

K1

dd1 d1

180

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

A
[cm]

a
[cm]

H
[cm]

K
[cm]

308.480.14.1 90 90 30 15 17,5 3

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

A
[cm]

a
[cm]

H
[cm]

K
[cm]

308.923.14.1 90 90 25 9 20,3 6

d

d1 d1

H

a

A

K

a

d

d1 d1

H

a

A

K

a
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Geberit Silent-db20 - Waste and drainage system
Branch fittings

Duct branch right 88.5°, swept-entry 

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Connections 180° offset parallel, right
• Swept entry

Product Details

Ordering Information

Duct branch left 88.5°, swept-entry

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Connections 180° offset parallel, left
• Swept entry

Product Details

Ordering Information

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

d2Ø
[mm]

A
[cm]

X1
[cm]

X2
[cm]

X3
[cm]

X4
[cm]

H
[cm]

L1
[cm]

L2
[cm]

308.871.14.1 90 90 75 8,1 12 8,3 12 8,3 20,3 14,2 10,6

310.871.14.1 110 90 75 7,7 13,5 9 12,8 9,7 22,5 9,2 11,5

310.171.14.1 110 110 75 7,7 13,5 9 11,8 10,7 22,5 9,2 11,5

Product material PE-S2 

Article no. dØ
[mm]

d1Ø
[mm]

d2Ø
[mm]

A
[cm]

X1
[cm]

X2
[cm]

X3
[cm]

X4
[cm]

H
[cm]

L1
[cm]

L2
[cm]

308.872.14.1 90 90 75 8,1 12 8,3 12 8,3 20,3 14,2 10,6

310.872.14.1 110 90 75 7,7 13,5 9 12,8 9,7 22,5 9,2 11,5

310.172.14.1 110 110 75 7,7 13,5 9 11,8 10,7 22,5 9,2 11,5

d

d1
d2H

X3

X4

X1

X2

X5X6

d1

d2
A

d

d1
d2H

X3

X4

X1

X2

X5 X6

d1

d2
A
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Access pipes

Access pipe 135° (45°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Round opening

Product Details

Scope Of Delivery

• Sealing cap HDPE
• Seal EPDM

Ordering Information

Access pipe 91.5° (88.5°)

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning acoustic insulation

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant
• Round opening

Product Details

Scope Of Delivery

• Sealing cap HDPE
• Seal EPDM

Ordering Information

Silent-db20 access pipes

Product material PE-S2 

Article no. dØ
[mm]

X1
[cm]

X3
[cm]

H
[cm]

L
[cm]

K1
[cm]

307.345.14.1 75 7 14 21 15,5 2

310.345.14.1 110 9 18 27 19 3

Product material PE-S2 

Article no. dØ
[mm]

D
[cm]

X1
[cm]

X3
[cm]

H
[cm]

L
[cm]

K1
[cm]

307.333.14.1 75 11,5 10,5 7 17,5 10 3,5

308.333.14.1 90 12,9 12 8,3 20,3 11,5 1,5

310.333.14.1 110 14,5 13,5 9 22,5 13 2,5

312.333.14.1 135 14,5 17,3 11,5 28,8 13 8,5

315.333.14.1 160 14,4 18,5 15 33,5 13,9 7

d

H

X1

X3

K1

L

d

L

d

H D

X1

X3

K1
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Geberit Silent-db20 - Waste and drainage system
Expansion socket and sleeve

Silent-db20 screwable pipe end cap

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation
• For welding and tensioning
• For manufacturing cleaning openings
• For manufacturing temporary pipeline connections

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Ordering Information

Expansion socket and sleeve

Expansion socket

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation
• For compensating material expansion
• For temperature differences from -10 to +60 °C
• For combination with tension resistant connection of pipes

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Scope Of Delivery

• Lip seal EPDM
• Protective cap

Ordering Information

Double-sleeve coupling

Application Purpose

• For domestic drainage systems
• For compensating material expansion
• For connection pipes and fittings
• For Geberit HDPE und Geberit Silent-db20
• For combination with electrofusion sleeve coupling and clamping 

connector

Characteristics

• With expansion compensation and extraction lock

Product Details

Scope Of Delivery

• Lip seal EPDM
• Stainless steel claw

Ordering Information

Product material PE-S2 

Thermal conductivity of pipe 0.43 W/(m·K)

Max. temperature during storage 40 °C

Article no. dØ
[mm]

D
[cm]

L
[cm]

l
[cm]

315.005.14.1 160 14,4 7,2 3,3

Silent-db20 expansion socket and sleeve

Product material PE-S2 

Article no. dØ
[mm]

D
[cm]

D1
[cm]

E
[cm]

X
[cm]

H
[cm]

h
[cm]

307.012.14.1 75 10 9 6,5 6,2 19 3,7

308.012.14.1 90 12 11 6,5 6,2 19 3,4

310.012.14.1 110 13,5 12,5 6,5 6,2 19 3,3

312.012.14.1 135 15,8 16 6,5 6,2 19 3,3

L

D

l

d

D

D1

E

H

h
d

X
3

Product material PP 

Article no. dØ
[mm]

D
[cm]

D1
[cm]

E
[cm]

E1
[cm]

X
[cm]

H
[cm]

305.002.14.1 56 8 6,3 6 3,5 1,3 10,8

306.002.14.1 63 8,7 7,5 6 3,5 1,3 10,8

307.002.14.1 75 10 9 6 3,5 1,3 10,8

308.002.14.1 90 11,4 11 6,3 3,5 1,3 11,1

310.002.14.1 110 13,4 12,5 6,3 3,5 1,3 11,1

312.002.14.1 135 17 16 6,6 4,3 1,3 12,2

315.002.14.1 160 19,2 17,8 7 5,2 1,3 13,5

d

X

D1

D

H
E

E1
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Couplings / Air admittance valve
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Couplings / Air admittance valve

Pipe clamp

Application Purpose

• For domestic drainage systems
• For connection pipes and fittings
• For Geberit Silent-db20
• For combination with support and expansion sleeve

Product Details

Scope Of Delivery

• Rubber seal EPDM

Ordering Information

Electrofusion sleeve coupling

Application Purpose

• For all drainage pipes
• For plugging or pushing onto pipes and fittings
• For tension resistant connection of pipes and fittings

Characteristics

• UV-resistant
• Can be welded with Geberit electrofusion machine ESG 40/160 and 

ESG 40/200

Product Details

Ordering Information

Air admittance valve

Air admittance valve 50 mm, with thread and sleeve 
dia. 56 - 63 mm new

Application Purpose

• For ventilation of waste water pipes
• For gravity waste water systems
• Not allowed to be used as a replacement for ventilation pipes in 

siphon and pump pressure pipes because no ventilation through the 
valve is possible.

Characteristics

• Male thread 1 1/2"
• Air admittance valve type A I according to DIN EN 12380

Scope Of Delivery

• Connection sleeve
• Frost protection cover

Ordering Information

Air admittance valve dia. 75/90/110 mm new

Application Purpose

• For ventilation of waste water pipes
• For gravity waste water systems
• Not allowed to be used as a replacement for ventilation pipes in 

siphon and pump pressure pipes because no ventilation through the 
valve is possible.

Characteristics

• Thermal insulation integrated in housing
• Air admittance valve type A I according to DIN EN 12380

Product Details

Scope Of Delivery

• Connection sleeve

Ordering Information

Silent-db20 couplings

Product material CrTi steel 1.4510 (DIN EN 10088) 

Article no. dØ
[mm]

D
[cm]

E
[cm]

H
[cm]

305.003.14.2 56 7,2 2,3 5

307.003.14.2 75 9,1 2,3 5

308.003.14.2 90 10,6 2,3 5

310.003.14.2 110 12,6 2,3 5

312.003.14.2 135 14,5 2,5 5,2

315.003.14.2 160 17,3 3,3 7

Product material HDPE 

Installation temperature -10 – +40 °C

Article no. dØ
[mm]

D
[cm]

E
[cm]

X
[cm]

H
[cm]

363.771.16.1 56 6,8 2,8 0,3 6

364.771.16.1 63 7,6 2,8 0,3 6

365.771.16.1 75 8,9 2,8 0,3 6

366.771.16.1 90 10,4 2,8 0,3 6

367.771.16.1 110 12,5 2,8 0,3 6

312.771.16.1 135 15 2,8 0,3 6

369.771.16.1 160 17,8 2,8 0,3 6

d

D

H
E
E

H X
E
E

D

d

Air admittance valve

Article no. dØ
[mm]

d1Ø
[mm]

G
['']

B
[cm]

H
[cm]

h
[cm]

L
[cm]

305.900.00.1 50 57 1 1/2 7 7,3 3,5 8

Operating temperature -20 – +60 °C

Article no. dØ
[mm]

d1Ø
[mm]

diØ
[mm]

B
[cm]

H
[cm]

h
[cm]

L
[cm]

310.007.00.1 90 99,5 75 12 14,1 5 19,5

L

d / G

d1

H

B

h

L

di

d1

d 

B

d 

h

H
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Geberit Silent-db20 - Waste and drainage system
Fastenings

Fastenings

Universal pipe brackets, with acoustical insulation, 
with threaded nut 1/2"

Application Purpose

• For anchor and guide brackets

Characteristics

• Sound insulation
• Female thread
• Male thread
• Galvanized

Product Details

Ordering Information

Pipe bracket, with acoustical insulation, with 
threaded nut 1"

Application Purpose

• For fastening pipes on ceilings and for vertical fastening on walls

Characteristics

• Sound insulation
• Galvanized
• Female thread

Product Details

Ordering Information

Galvanized pipe with female thread, 1/2"

Application Purpose

• For fastening pipes on mounting plate
• For anchor-point and slide fastening

Characteristics

• Female thread continously threaded
• Galvanized

Product Details

Ordering Information

Reducer with male thread G1/2'' - M10

Characteristics

• Reduced
• Male thread
• Galvanized

Product Details

Ordering Information

Mounting plate 1/2"/ M10

Application Purpose

• For anchor-point and slide fastening

Characteristics

• Female thread
• Male thread
• 2 fastening points
• Galvanized

Product Details

Ordering Information

Silent-db20 fastenings

Product material Steel 

Article no. dØ
[mm]

G
['']

M
[mm]

L
[cm]

305.812.26.1 56 1/2 10 4,7

306.812.26.1 63 1/2 10 5

307.812.26.1 75 1/2 10 5,7

308.812.26.1 90 1/2 10 6,4

310.812.26.1 110 1/2 10 7,4

312.812.26.1 125 1/2 10 8,1

312.813.26.1 135 1/2 10 8,7

315.812.26.1 160 1/2 10 9,9

Product material Steel 

Article no. dØ
[mm]

G
['']

L
[cm]

315.813.26.1 178 1 12

G/M

L

d

L

d

G

Product material Steel 

Article no. G
['']

D
[cm]

L (m)
[m]

362.857.26.1 1/2 2,5 1

Product material Steel 

Article no. G
['']

M
[mm]

H
[cm]

SW
[mm]

362.856.26.1 1/2 10 2,8 22

Product material Steel 

Article no. G
['']

M
[mm]

a
[cm]

B
[cm]

H
[cm]

h
[cm]

L
[cm]

362.851.26.1 1/2 10 8,3 4 1,4 0,5 12

L (m) D

G

M

SW

G

H

Hh

M/G

a

L

B
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Mounting plate, light with sleeve M8/M10

Application Purpose

• For slide fastening
• For attaching support rails to the building structure

Characteristics

• Female thread
• 2 fastening points
• Galvanized

Ordering Information

Insulation material

Insulation hose, 4 mm thick

Application Purpose

• For solid-borne sound insulation of pipes
• For concealed installation

Product Details

Scope Of Delivery

• Delivery in rolls

Ordering Information

Geberit insulating tape in rolls, self-adhesive

Application Purpose

• For solid-borne sound insulation of pipes
• For concealed installation
• For solid-borne sound insulation of fittings

Characteristics

• Self-adhesive

Product Details

Scope Of Delivery

• Delivery in rolls

Ordering Information

Geberit Isol sound insulation mat lead-free B2

Application Purpose

• For solid-borne and airborne sound insulation

Characteristics

• Lead-free
• PVC-free
• Surface suitable for scotch tape

Product Details

Scope Of Delivery

• Delivery in mats; lying flat

Ordering Information

Article no. M
[mm]

a
[cm]

B
[cm]

H
[cm]

h
[cm]

L
[cm]

362.848.26.1 8 / 10 5,5 3 1,9 0,3 8

Insulation material

Product material PE expanded 

Article no. dØ
[mm]

diØ
[mm]

s
[mm]

L (m)
[m]

305.921.00.1 56 / 63 74 4 15

306.921.00.1 63 / 75 83 4 15

307.921.00.1 75 / 90 97 4 15

308.921.00.1 90 / 110 121 4 15

310.921.00.1 110 / 135 145 4 15

312.921.00.1 135 155 4 15

h H

M

a

di
s

d

L(m)

Product material PE expanded 

Article no. s
[mm]

B
[cm]

L (m)
[m]

300.007.00.2 3 7 3,6

Storage temperature -20 – +60 °C

Article no. s
[mm]

B
[cm]

L
[cm]

356.001.00.1 17 78 118

L(m)

s

B

L

B
s
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Geberit Silent-db20 - Waste and drainage system
Installation material

Geberit Isol pre-cut insulation mat lead-free B2 
self-adhesive new

Application Purpose

• For limited use as insulation against condensation on roof drainage 
system

• For solid-borne and airborne sound insulation
• Is not allowed to be used for insulating cooling water pipes

Characteristics

• Lead-free
• PVC-free
• Surface suitable for scotch tape
• Self-adhesive
• Cut to fit the pipe diameter

Product Details

Scope Of Delivery

• Lying flat

Ordering Information

Geberit Isol sound insulation tape inherently stable

Application Purpose

• For solid-borne and airborne sound insulation

Scope Of Delivery

• Adhesive tape
• Delivery in rolls

Ordering Information

Installation material

Protection cap for pipe end

Application Purpose

• For domestic drainage systems
• For buildings with higher than average requirements concerning 

acoustic insulation
• For welding and tensioning
• For manufacturing cleaning openings
• For manufacturing temporary pipeline connections

Characteristics

• Sound-absorbing
• UV-resistant
• Abrasion-resistant

Product Details

Ordering Information

Installation temperature -5 – +40 °C

Temperature resistance -20 – +80 °C

Storage temperature -20 – +60 °C

Article no. dØ
[mm]

s
[mm]

B
[cm]

L
[cm]

356.003.00.1 56 / 63 17 32 118

356.004.00.1 75 17 36 118

356.005.00.1 90 17 41 118

356.007.00.1 110 17 48 118

356.008.00.1 125 / 135 17 57 118

Article no. s
[mm]

B
[cm]

L (m)
[m]

300.021.00.1 12 15 1,4

B

L

s

L(m)

B

s

B

Installation material

Product material PE-S2 

Max. temperature during storage 40 °C

Thermal conductivity of pipe 0.43 W/(m·K)

Article no. Description dØ
[mm]

L
[cm]

305.005.14.1
Silent-db20, protection cap for 
pipe end, dia. 56 mm

56 3

307.005.14.1
Silent-db20, protection cap for 
pipe end, dia. 75 mm

75 3

308.005.14.1
Silent-db20, protection cap for 
pipe end, dia. 90 mm

90 3

310.005.14.1
Silent-db20, protection cap for 
pipe end, dia. 110 mm

110 3

312.005.14.1
Silent-db20, protection cap for 
pipe end, dia. 135 mm

135 3

L

d
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Geberit Floor drain, traps and WC connection

Waste and drainage system

Floor drain → Page 72

HDPE Traps → Page 79

WC connection and traps → Page 80
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Geberit Floor drain, traps and WC connection - Waste and drainage system
Floor drain

Floor drain

Floor drain with adjustable PP inlet funnel and 
stainless grating, outlet pipe dia. 50 or 56 mm

Application Purpose

• For use within buildings
• Not for installation in garages or other rooms open to traffic

Characteristics

• Rotating outlet (280°), dia. 50 mm, blocked, for installation on sanitary 
devices

• Suitable for thin bed application
• Height-adjustable with extension piece
• Easy to clean due to a form with good flow properties and a 

removable trap insert
• Universal inlet and outlet connection possibilities due to electrofusion 

sleeve coupling, butt welding or ring seal socket
• Funnel PP 
• Outlet dia. 56/50 mm

Product Details

Scope Of Delivery

• Adjustable PP inlet funnel
• Stainless steel grating
• Protection cover
• Bottom part of the base unit
• Rotating upper part of the base unit
• Trap insert with greased round cord ring
• Rubber seal

Ordering Information

Floor drain with adjustable PP inlet funnel and 
stainless grating, outlet pipe dia. 63 or 56 mm

Application Purpose

• For use within buildings
• Not for installation in garages or other rooms open to traffic

Characteristics

• Rotating outlet (280°), dia. 50 mm, blocked, for installation on sanitary 
devices

• Suitable for thin bed application
• Height-adjustable with extension piece
• Easy to clean due to a form with good flow properties and a 

removable trap insert
• Universal inlet and outlet connection possibilities due to electrofusion 

sleeve coupling, butt welding or ring seal socket
• Funnel PP 
• Outlet dia. 56/63 mm

Product Details

Scope Of Delivery

• Adjustable PP inlet funnel
• Stainless steel grating
• Protection cover
• Bottom part of the base unit
• Rotating upper part of the base unit
• Trap insert with greased round cord ring
• Rubber seal

Ordering Information

Floor drain

Drainage capacity 1.05 l/s

Depth of water seal 50 mm

Inlet capacity 0.6 l/s

Article no. Description

363.653.00.1
Floor drain, adjustable PP inlet funnel, stainl. grating, 
outlet pipe dia. 50 or 56 mm

10

125

155 255

5

94

43-103

36

13

41

6

50 56 50

97

137

-197

4-10

155 255

50 56 50

1610

140

140

Drainage capacity 1.05 l/s

Depth of water seal 50 mm

Inlet capacity 0.6 l/s

Article no. Description

364.673.00.1
Floor drain, adjustable PP inlet funnel and stainl. 
grating, outlet pipe dia. 63 or 56 mm

10

125

155 205

36

32

8

57-117

5
13

5

56

97

137-
197

4-10

6350

155 205

56

1610

140

140

6350
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HDPE floor drain, dia. 75 mm

Application Purpose

• For use within buildings

Characteristics

• Non-rotating inlet, blocked
• Suitable for garages since weight-bearing up to 1.5 t (with suitable 

grating)
• Height-adjustable with extension set or extension piece
• Self-cleaning form with good flow properties
• Entry to single outlet (trap insert removable by hand)
• Shockproof
• Resistant to hot water
• Resistant to chemicals
• Freeze-proof
• Inlet dia. 56 mm
• Outlet dia. 75 mm

Product Details

Scope Of Delivery

• Base unit PE
• Protective cap
• Section seal EPDM 
• Trap insert
• Stainless steel grating

Ordering Information

HDPE floor drain, dia. 110 mm

Application Purpose

• For use within buildings

Characteristics

• Non-rotating inlet, blocked
• Suitable for garages since weight-bearing up to 1.5 t (with suitable 

grating)
• Height-adjustable with extension set or extension piece
• Self-cleaning form with good flow properties
• Entry to single outlet (trap insert removable by hand)
• Shockproof
• Resistant to hot water
• Resistant to chemicals
• Freeze-proof
• Inlet dia. 56 mm
• Outlet dia. 110 mm

Product Details

Scope Of Delivery

• Base unit PE
• Protective cap
• Section seal EPDM 
• Trap insert
• Stainless steel grating
• Outlet reducer dia. 110/75

Ordering Information

Depth of water seal 70 mm

Drainage capacity 1.05 l/s

Drainage capacity, rear connection ≤ 1 l/s

Article no. dØ
[mm]

d1Ø
[mm]

h
[cm]

L
[cm]

365.630.16.1 75 56 13 19

h
d

L 125

125

15-12

18
13

d1
165

15

Depth of water seal 70 mm

Drainage capacity 1.75 – 2.75 l/s

Drainage capacity, rear connection ≤ 1 l/s

Article no. dØ
[mm]

d1Ø
[mm]

h
[cm]

L
[cm]

367.630.16.1 110 56 11 25

L

18 13
d1

h
d

125

125

15-12

165

15
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Floor drain

HDPE floor drain with PP inlet funnel and stainless 
steel grating, height adjustable

Characteristics

• Mounting of vapour barrier possible
• Load bearing capacity up to 300 kg
• Inlet funnel height-adjustable (0 - 40 mm)
• Vertical outlet dia. 50 mm (connection with electrofusion sleeve 

coupling, ring seal socket or butt welding)
• Three mounting brackets to fasten fixing irons
• Inlet funnel can be installed up to 7.5% ( - 4.2°) offset with relation to 

the base unit
• Trap insert can be removed without tools
• Shockproof
• Resistant to hot water
• Resistant to chemicals
• Freeze-proof

Product Details

Scope Of Delivery

• Adjustable PP inlet funnel
• Stainless steel grating
• Trap insert with greased round cord ring
• Protection plug
• Base unit PE

Ordering Information

HDPE floor drain with PVC inlet funnel and stainless 
steel grating, height adjustable

Characteristics

• Mounting of vapour barrier possible
• Inlet funnel height-adjustable (0 - 40 mm)
• Vertical outlet dia. 50 mm (connection with electrofusion sleeve 

coupling, ring seal socket or butt welding)
• Three mounting brackets to fasten fixing irons
• Inlet funnel can be installed up to 7.5% ( - 4.2°) offset with relation to 

the base unit
• Trap insert can be removed without tools
• Shockproof
• Resistant to hot water
• Resistant to chemicals
• Freeze-proof

Product Details

Scope Of Delivery

• Adjustable PVC inlet funnel
• Stainless steel grating
• Trap insert with greased round cord ring
• Protection plug
• Base unit PE

Ordering Information

Floor drain with sintered cast iron grating

Application Purpose

• Cellar floor drain

Characteristics

• Outlet dia. 50 mm
• Mounting of vapour barrier not possible

Product Details

Scope Of Delivery

• Cast iron grating
• Base unit

Ordering Information

Drainage capacity 1.1 l/s

Depth of water seal 50 mm

Article no. Description

361.620.00.1
HDPE floor drain, PP inlet funnel, stainl. steel grating, 
height adjustable, dia. 50 mm

10

92

85
55

10-14

5

11

 50

Drainage capacity 1.1 l/s

Depth of water seal 50 mm

Article no. Description

361.621.00.1
HDPE floor drain, PVC inlet funnel, stainl. steel 
grating, height adjustable, dia. 50 mm

Drainage capacity 1.2 l/s

Article no. Description dØ
[mm]

361.666.16.1
Floor drain with sintered cast iron grating, size 
15 x 15 cm

50

15

10

92

85
55

10-14

5

11

 50

83

25

d

15 13
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Floor drain HDPE new

Application Purpose

• For horizontal floor waste drainage

Ordering Information

Ready-to-fit set for Geberit floor drain new

Application Purpose

• For use within buildings
• Fits article 388.001.00.1
• Not for installation in garages or other rooms open to traffic

Characteristics

• Frame and design cover made of stainless steel
• Design cover can be turned over and tiled
• Installation height adjustable
• Easy maintenance and cleaning

Scope Of Delivery

• Design cover
• Frame and grating
• Protection cover
• Lip seal EPDM

Ordering Information

HDPE floor drain with PP inlet funnel and stainless 
steel grating, height adjustable

Application Purpose

• For use as balcony inlet (version with roof)

Characteristics

• Height-adjustable 2 - 7 cm
• Outlet dia. 63 mm (with electrofusion sleeve coupling/ring seal socket 

or butt welding)
• Low construction height and simple installation
• Self-cleaning form with good flow properties
• Shockproof
• Resistant to hot water
• Resistant to chemicals
• Freeze-proof
• Not trapped

Product Details

Scope Of Delivery

• Stainless steel grating
• PP inlet funnel
• Rubber seal EPDM
• Base unit PE

Ordering Information

Article no. Description

388.001.00.1 Floor drain HDPE 75

Article no. Description

388.005.00.1 Ready-to-fit set for Geberit floor drain

Ø104

Ø13

196

198

126

33

114

196

Ø75

Ø5

20

35 - 65

15 

124

109

164

Drainage capacity 1 l/s

Article no. Description dØ
[mm]

364.637.00.1
HDPE floor drain, PP inlet funnel, stainl. steel 
grating, height adjustable, dia. 63 mm

63

2-7

d

7

112

10
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Accessories for floor drain 363.653 and 364.673, 365.630 and 367.630

Accessories for floor drain 363.653 and 364.673, 365.630 and 367.630

Extension piece for HDPE floor drain, incl. rubber 
joint

Ordering Information

Contact sheet 500 x 500 mm

Ordering Information

Contact foil with flange

Ordering Information

Contact flange for HDPE floor drain, for other foils

Ordering Information

Accessories for floor drain 365.630 and 367.630

Flange with sealing for drain, stainless steel

Ordering Information

Flange with sealing for drain, PVC coated

Ordering Information

Grating for floor drain, for weight max. 2 tons

Ordering Information

Grating for floor drain, lock-up with screws

Ordering Information

Accessories for floor drain 363.653 and 364.673

Article no. Description K
[cm]

363.660.00.1
Extension piece for HDPE floor drain, incl. 
rubber joint

1 - 5

Article no. Description

363.661.00.1 Contact sheet 50 x 50 cm

Article no. Description L
[cm]

363.662.00.1 Contact foil with flange 50 x 50 cm 50

363.663.00.1 Contact foil with flange 50 x 50 cm 48

Article no. Description

363.665.00.1 Contact flange for HDPE floor drain, for other foils

113

2

10

10

16

K

16

50

L

128

03

194

244

24

19414

Accessories for floor drain 365.630 and 367.630

Article no. Description

388.130.00.1
Flange with sealing for floor drain, stainless steel, 
39 x 39 cm

Article no. Description

388.131.00.1
Flange with sealing for floor drain, PVC coated, 
39 x 39 cm

Article no. Description

388.133.00.1 Grating for floor drain, for weight max. 2 tons

Article no. Description

388.134.00.1 Grating for floor drain, lock-up with screws

3

39

39

3

39

39

135

135
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Extension piece (13 cm) for flange

Ordering Information

Extension set for height adjustment

Ordering Information

Accessories for floor drains 361.620, 361.621, 364.637 and 364.637

"Resistit" sealing for passages through walls or 
ceilings

Application Purpose

• For protection against moisture
• Area of application up to 1 m water level
• For covering pipe openings in walls, ceilings and floors
• For bonded connections
• For hot bitumen and sealing paint

Characteristics

• Seal, EPDM
• "Resistit" contact foil, EPDM

Ordering Information

PVC sealing for passages through walls or ceilings

Application Purpose

• For protection against moisture
• Area of application up to 1 m water level
• For covering pipe openings in walls, ceilings and floors
• For bonding and welded connections

Characteristics

• Sarnafil contact foil, PVC
• Seal, EPDM

Ordering Information

Accessories for floor drain 364.637

Flange, tin-plated

Ordering Information

Flange, PVC coated

Ordering Information

Rubber collar for WC connector

Ordering Information

Article no. Description

388.135.00.1 Extension piece for flange, 13 cm

Article no. Description Colour

388.136.16.1 Extension set for height adjustment black

Accessories for floor drains 361.620, 361.621 
and 364.637

Article no. dØ
[mm]

D
[cm]

H
[cm]

L
[cm]

367.673.00.1 110 19,5 2,5 50

25-14 

25-24  

H

d

D

L

Article no. dØ
[mm]

D
[cm]

H
[cm]

L
[cm]

367.674.00.1 110 19,5 2,5 48

Accessories for floor drain 364.637

Article no. Description

388.123.24.1 Flange, tinned, 25 x 25 cm

Article no. Description

388.124.28.1 Flange, PVC coated, 25 x 25 cm

Article no. Description

152.424.00.1 Rubber collar for WC connector, dia. 97-107 mm

H

d

D

L

2

25

25

2

25

25
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Accessories for floor drains 363.653, 364.673, 365.630, 367.630, 363.653, 364.673, 361.620, 361.621 and 364.637

Accessories for floor drains 363.653, 364.673, 365.630, 367.630, 363.653, 364.673, 361.620, 361.621 and 364.637

Installation frame for floor drain

Ordering Information

Accessories for floor drains 363.653, 364.673, 361.620, 361.621 and 364.637

Inlet funnel PVC, adjustable

Ordering Information

Inlet funnel PP, adjustable

Ordering Information

Stainless steel square flat grating

Ordering Information

Standard grating screwable, for 361.620, 363.653, 
364.637, 364.673 new

Application Purpose

• For floor shower drain

Characteristics

• Can be locked with screws
• Grating and screws made of stainless steel

Product Details

Scope Of Delivery

• Screws

Ordering Information

Cover for HDPE floor drain, lock-up

Product Details

Ordering Information

Accessories for floor drains 363.653, 364.673, 
365.630 and 367.630

Article no. Description

388.132.00.1 Installation frame for floor drain

Accessories for floor drains 363.653, 364.673, 
361.620, 361.621 and 364.637

Article no. Description Colour

854.693.94.1
Inlet funnel PVC, adjustable 
inlet, grey

iron grey RAL 7011

Article no. Description Colour

854.694.06.1 Inlet funnel PP, adjustable, grey granite grey

Article no. Description

854.752.00.1 Stainless steel square flat grating

12

2-24

10

97x1

10

17

93 10 1793

93

7x1

10

9

10

936

102

91

91

Product material Stainless steel 

Article no. Description

154.300.00.1
Standard grating screwable, for 361.620, 363.653, 
364.637, 364.673

Product material Stainless steel 

Article no. Description

388.129.00.1 Cover for HDPE floor drain, lock-up

91

91

49

92
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HDPE Traps

S-trap HDPE

Application Purpose

• For connection to service sink

Characteristics

• Outlet vertical

Ordering Information

P-trap HDPE

Application Purpose

• For connection to service sink

Characteristics

• Outlet horizontal

Ordering Information

Running trap, HDPE

Application Purpose

• For connection to service sink

Characteristics

• Outlet horizontal

Ordering Information

Trap with flange bushings

Application Purpose

• For all drainage pipes

Characteristics

• UV-resistant

Product Details

Scope Of Delivery

• Union nut PP
• Seals EPDM

Ordering Information

* K indicates the maximum shortening length

HDPE Traps

Article no. dØ
[mm]

d1Ø
[mm]

a
[cm]

a1
[cm]

H
[cm]

h
[cm]

h1
[cm]

152.038.16.1 50 50 8 8 8 - 18 6,5 8

152.041.16.1 50 56 8 9 8 - 21 6,5 9

152.042.16.1 56 56 9 9 8 - 21 7 9

Article no. dØ
[mm]

d1Ø
[mm]

a
[cm]

h
[cm]

h1
[cm]

L
[cm]

152.039.16.1 50 50 8 6,5 8 8 - 18

152.043.16.1 50 56 8 6,5 8 8 - 21

152.044.16.1 56 56 9 7 9 8 - 21

h1

h

d1

d

H

a a1

h1

h

d d1

L

a

Article no. dØ
[mm]

d1Ø
[mm]

a
[cm]

h
[cm]

h1
[cm]

L
[cm]

152.040.16.1 50 50 8 6,5 8 20 - 30

152.045.16.1 50 56 8 6,5 8 20 - 35

152.046.16.1 56 56 9 7 9 25 - 38

Product material HDPE 

Depth of water seal ≥ 70 mm

Article no. dØ
[mm]

A
[cm]

A1
[cm]

a
[cm]

H
[cm]

h
[cm]

h1
[cm]

K*
[cm]

364.730.16.1 63 30,5 18,5 9,5 20,5 5 3,4 16

365.730.16.1 75 34,5 25 13,5 29,5 7 3,4 14

366.730.16.1 90 41 27 14 27 5 5,6 20

367.730.16.1 110 46 31 16 31,5 6 5,6 22

h1

h

d d1

L

a

d

K

A

A1

h

a

H

h1
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Geberit Floor drain, traps and WC connection - Waste and drainage system
WC Connection traps

WC Connection traps

HDPE pipe, length 1 m, dia. 45 mm

Application Purpose

• For extension of inlet sleeves
• For combination with overflow pipe cone

Product Details

Ordering Information

Inlet set for wall-hung WC, dia. 45 mm 
with rubber

Application Purpose

• For connection to dia. 50 mm

Product Details

Scope Of Delivery

• Seal

Ordering Information

Inlet set for wall-hung WC, dia. 45 mm with rubber

Scope Of Delivery

• Seal

Ordering Information

Connection for WC

Application Purpose

• For floor standing WC with outlet horizontal and open dia. 105 mm

Product Details

Scope Of Delivery

• Seal

Ordering Information

Connection set for WC

Application Purpose

• For floor standing WC with outlet horizontal and open dia. 105 mm

Product Details

Scope Of Delivery

• Outlet bend
• Connection piece
• Fastening bracket

Ordering Information

WC collar with rubber seal dia. 110 x 120 - 125 mm

Application Purpose

• For floor standing WC with outlet covered or open
• For floor standing WC with outlet dia. 102 mm ±5

Ordering Information

WC connection and traps

Product material PE 

Article no. dØ
[mm]

diØ
[mm]

s
[mm]

A
[cm²]

L (m)
[m]

Colour

152.170.16.1 45 40 2,5 12,6 1 black

Product material PP 

Article no. dØ
[mm]

L
[cm]

l
[cm]

152.333.00.1 45 18,5 16

Article no. dØ
[mm]

L
[cm]

l
[cm]

152.434.16.1 45 18,5 16

L (m)

d

s

di

A
cm2

d

d

l

L

50

d

l

L

55

Product material PP 

Article no. dØ
[mm]

H
[cm]

h
[cm]

Colour

152.613.11.1 110 35 31 white alpine

Elbow 90° 

Product material PP 

Article no. dØ
[mm]

arc
[°]

152.647.00.1 110 90°

Article no. dØ
[mm]

d1Ø
[mm]

H
[cm]

h
[cm]

152.400.16.1 110 120 - 125 18 14,5

H h

d

102±5

9

05

102±5

35

23

35

4

d

102±5

H

d

d1

h
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WC collar with seal ring dia. 110 mm

Application Purpose

• For ring seal sockets dia. 110 mm
• For floor standing WC with outlet dia. 102 mm ±5

Ordering Information

HDPE outlet connection set, length = 18 cm

Application Purpose

• For wall-hung WC

Scope Of Delivery

• 2 cover caps

Ordering Information

HDPE connection set, length = 18 cm

Application Purpose

• For wall-hung WC

Scope Of Delivery

• 2 cover caps

Ordering Information

HDPE connection set, length = 18.5 cm

Application Purpose

• For wall-hung WC

Scope Of Delivery

• 2 cover caps

Ordering Information

HDPE connection set, length = 26.5 cm

Application Purpose

• For wall-hung WC

Scope Of Delivery

• 2 cover caps

Ordering Information

HDPE outlet connection set, length = 18.5 cm

Application Purpose

• For wall-hung WC

Scope Of Delivery

• 2 cover caps

Ordering Information

Article no. dØ
[mm]

H
[cm]

h
[cm]

152.402.16.1 110 18 14,5

Article no. dØ
[mm]

L
[cm]

l
[cm]

152.420.46.1 110 18 14,5

Article no. dØ
[mm]

L
[cm]

l
[cm]

152.487.46.1 90 18 14,5

102±5

H

d

h

L

d

l

102±5

L

d

l

102±5

Article no. dØ
[mm]

d1Ø
[mm]

L
[cm]

L1
[cm]

l
[cm]

l1
[cm]

152.404.46.1 90 45 18,5 18,5 14,5 16

Article no. dØ
[mm]

d1Ø
[mm]

L
[cm]

L1
[cm]

l
[cm]

l1
[cm]

152.438.46.1 90 45 26,5 26,5 22 24

Article no. dØ
[mm]

d1Ø
[mm]

L
[cm]

l
[cm]

l1
[cm]

152.422.46.1 110 45 18,5 14,5 16

152.426.46.1 90 45 18,5 14,5 16

l1

d1    55

   102±5
d

L1

l

L

l1

d1 55

102±5d

L1

l 

L

L

d

l

d1

l1

L

55

102–5
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Traps for oriental WC

HDPE outlet connection set, length = 30 cm new

Application Purpose

• For wall-hung WC

Product Details

Scope Of Delivery

• 2 cover caps

Ordering Information

HDPE connection set with offset, 
length = 18 cm new

Application Purpose

• For wall-hung WC

Characteristics

• Offset 2.5 cm

Scope Of Delivery

• 2 cover caps

Ordering Information

Traps for oriental WC

P-trap in PE, for oriental WC, with outlet 
horizontal new

Application Purpose

• For oriental WC

Characteristics

• Outlet horizontal

Product Details

Scope Of Delivery

• Connection sleeve

Ordering Information

S-trap in PE, for oriental WC, with outlet vertical

Application Purpose

• For oriental WC

Characteristics

• Outlet vertical

Scope Of Delivery

• Connection sleeve

Ordering Information

Product material PE 

Article no. dØ
[mm]

d1Ø
[mm]

L
[cm]

l
[cm]

l1
[cm]

Colour

152.439.46.1 110 45 30 26,5 27,5
matt chrome-
plated

Article no. Description dØ
[mm]

d1Ø
[mm]

405.116.00.1
HDPE connection set with offset, 
length = 18 cm, dia. 90 mm

90 45

405.012.00.1
HDPE connection set with offset, 
length = 18 cm, dia. 110 mm

110 45

L

d

l

d1

l1

L

55

102–5

25

135

d

d1

1425

25

13

M 12

145

12

1

18

21

Traps for oriental WC

Product material PE 

Article no. Description dØ
[mm]

Colour

167.733.16.1
P-trap in PE, for oriental WC, 
horizontal, dia. 110 mm

110 black

Article no. Description dØ
[mm]

167.734.16.1
S-trap in PE, for oriental WC, vertical, 
dia. 110 mm

110

12

27-3730

195

4
100-120

6

24-42

75
d

d

12

12

27-3730

195

4
100-120

6

24-42

75
d

d

12




